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Ultra Large Capacity
Resolution: 4K×2K@60Hz
Maximum width up to 8K

Neutrik EtherCON×16
OPT Ports×4

Nova 4K Controller - MCTRL4K
Real 4K@60Hz

Multiple Outputs
Wireless remote control

Webpage Control
DP1.2×1，HDMI 2.0×1

Dual DVI×2

Multiple Video Inputs

Xi'an NovaStar Tech Co., Ltd. 

Xi'an Headquarter Office 

DEF101, Lingyi Square, Xi'an Software Park, 
#72 2nd Keji Rd., Xi'an, 710075, Shaanxi, China
+86-29-68216000
info@novastar.tech      
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4160×2160@60Hz 7680×1080@60Hz

4K UHD

Source Input: DP1.2 / HDMI 2.0

Maximum width up to 8K

Source Input: Dual DVI×2

Optical fiber solution with CVT4K

OPT Ports×4
Up to 10km

Hot backup

CVT4K

HDR 10 (High Dynamic Range)

HDR 10 format is one of the HDR standards supported by 
MCTRL4K. HDR 10 offers viewers increased contrast and 
luminance ranges, a broader and richer color palette and 

an immersive viewing experience. 

HLG (Hybrid Log-Gamma)

HLG is a standard for HDR which can capture 
high dynamic range images directly, giving 

images more overall detail, a wider range of 
colors, and a viewing experience closer to 
what we see with the human eye. Also, no 

metadata is required for real-time 
transmission.


